
 

 

 

 

DT-ER Ti 12        Titanium wire and TIG-rods 

                                               
 
Specifications:            EN ISO 24034: ~  

                                        AWS-Bezeichnung:  ~ER Ti 12 
                                        

                                                         
    

Application: DT-ER Ti12 is an intermediated strength grade 

designed to provide enhanced crevice corrosion 
resistance in high temperatures brines but at lower 
cost than a DT-ERTi7. 

  
  
  

Chemical Composition C: ≤ 0,03   N: ≤0,015   Fe: ≤0,12   O:0,08-0,16  H: ≤0,008  

Element by weight (%): Ni: 0,06-0,09   Mo: 0,2-0,4      

 
 
 

Mechanical Properties: Yield Strength (0,1%)          340 N/mm²                       
 Tensile Strength  (Rm) 480 N/mm² 
 Elongation   (A)(Lo=5do) 20 % 
  
   

 
 

Shielding gas/Polarity: WIG:    (ISO 14175)    I1      (=-)  

      
 MSG:   (ISO 14175)    I1      (=+)  

    
                                           
 
 

Gas consumption: flash :   10-15 l/min 

 shielding :     1 – 2 l/min  
 

 
 

Operating Parameter     rodsize 1,5mm-2,0mm :   80-100 Ampère  

 rodsize 2,0mm-3,0mm :   100-200 Ampère  
 
 

 


